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§63.300 Applicability.

(@) Unless otherwise specified in
§§63.306, 63.307, and 63.311, the provi-
sions of this subpart apply to existing
by-product coke oven batteries at a
coke plant and to existing nonrecovery
coke oven batteries at a coke plant on
and after the following dates:

(1) December 31, 1995, for existing by-
product coke oven batteries subject to
emission limitations in §63.302(a)(1) or
existing nonrecovery coke oven bat-
teries subject to emission limitations
in §63.303(a);

(2) January 1, 2003, for existing by-
product coke oven batteries subject to
emission limitations in §63.302(a)(2);

(3) November 15, 1993, for existing by-
product and nonrecovery coke oven
batteries subject to emission limita-
tions in §63.304(b)(1) or 63.304(c);

(4) January 1, 1998, for existing by-
product coke oven batteries subject to
emission limitations in §63.304(b)(2) or
63.304(b)(7); and

(5) January 1, 2010, for existing by-
product coke oven batteries subject to
emission limitations in §63.304(b)(3) or
63.304(b)(7).

(b) The provisions for new sources in
§§63.302(b), 63.302(c), and 63.303(b) apply
to each greenfield coke oven battery
and to each new or reconstructed coke
oven battery at an existing coke plant
if the coke oven battery results in an
increase in the design capacity of the
coke plant as of November 15, 1990, (in-
cluding any capacity qualifying under
§63.304(b)(6), and the capacity of any
coke oven battery subject to a con-
struction permit on November 15, 1990,
which commenced operation before Oc-
tober 27, 1993.

(c) The provisions of this subpart
apply to each brownfield coke oven
battery, each padup rebuild, and each
cold-idle coke oven battery that is re-
started.

(d) The provisions of
§§63.304(b)(2)(i)(A) and  63.304(b)(3)(i)
apply to each foundry coke producer as
follows:

(1) A coke oven battery subject to
§63.304(b)(2)(I)(A) or  §63.304(b)(3)(i)
must be a coke oven battery that on
January 1, 1992, was owned or operated
by a foundry coke producer; and

(2)(i) A coke oven battery owned or
operated by an integrated steel pro-
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ducer on January 1, 1992, and listed in
paragraph (d)(2)(ii) of this section, that
was sold to a foundry coke producer be-
fore November 15, 1993, shall be deemed
for the purposes of paragraph (d)(1) of
this section to be owned or operated by
a foundry coke producer on January 1,
1992.

(i) The coke oven batteries that may
qualify under this provision are the fol-
lowing:

(A) The coke oven batteries at the
Bethlehem Steel Corporation’s Lacka-
wanna, New York facility; and

(B) The coke oven batteries at the
Rouge Steel Company’s Dearborn,
Michigan facility.

(e) The emission limitations set forth
in this subpart shall apply at all times
except during a period of startup, shut-
down, or malfunction. The startup pe-
riod shall be determined by the Admin-
istrator and shall not exceed 180 days.

(f) After October 28, 1992, rules of gen-
eral applicability promulgated under
section 112 of the Act, including the
General Provisions, may apply to coke
ovens provided that the topic covered
by such a rule is not addressed in this
subpart.

§63.301 Definitions.

Terms used in this subpart are de-
fined in the Act or in this section as
follows:

Administrator means the Adminis-
trator of the United States Environ-
mental Protection Agency or his or her
authorized representative (e.g., a State
that has been delegated the authority
to implement the provisions of this
subpart or its designated agent).

Brownfield coke oven battery means a
new coke oven battery that replaces an
existing coke oven battery or batteries
with no increase in the design capacity
of the coke plant as of November 15,
1990 (including capacity qualifying
under §63.304(b)(6), and the capacity of
any coke oven battery subject to a con-
struction permit on November 15, 1990,
which commenced operation before Oc-
tober 27, 1993.

Bypass/bleeder stack means a stack,
duct, or offtake system that is opened
to the atmosphere and used to relieve
excess pressure by venting raw coke
oven gas from the collecting main to
the atmosphere from a by-product coke
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oven battery, usually during emer-
gency conditions.

By-product coke oven battery means a
source consisting of a group of ovens
connected by common walls, where
coal undergoes destructive distillation
under positive pressure to produce coke
and coke oven gas, from which by-prod-
ucts are recovered. Coke oven batteries
in operation as of April 1, 1992, are
identified in appendix A to this sub-
part.

Certified observer means a visual emis-
sion observer, certified under (if appli-
cable) Method 303 and Method 9 (if ap-
plicable) and employed by the Adminis-
trator, which includes a delegated en-
forcement agency or its designated
agent. For the purpose of notifying an
owner or operator of the results ob-
tained by a certified observer, the per-
son does not have to be certified.

Charge or charging period means, for a
by-product coke oven battery, the pe-
riod of time that commences when coal
begins to flow into an oven through a
topside port and ends when the last
charging port is recapped. For a non-
recovery coke oven battery, charge or
charging period means the period of
time that commences when coal begins
to flow into an oven and ends when the
push side door is replaced.

Coke oven battery means either a by-
product or nonrecovery coke oven bat-
tery.

Coke oven door means each end enclo-
sure on the pusher side and the coking
side of an oven. The chuck, or leveler-
bar, door is part of the pusher side
door. A coke oven door includes the en-
tire area on the vertical face of a coke
oven between the bench and the top of
the battery between two adjacent
buckstays.

Cold-idle coke oven battery means an
existing coke oven battery that has
been shut down, but is not dismantled.

Collecting main means any apparatus
that is connected to one or more
offtake systems and that provides a
passage for conveying gases under posi-
tive pressure from the by-product coke
oven battery to the by-product recov-
ery system.

Collecting main repair means any
measure to stop a collecting main leak
on a long-term basis. A repair measure
in general is intended to restore the in-
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tegrity of the collecting main by re-
turning the main to approximately its
design specifications or its condition
before the leak occurred. A repair
measure may include, but is not lim-
ited to, replacing a section of the col-
lecting main or welding the source of
the leak.

Consecutive charges means charges ob-
served successively, excluding any
charge during which the observer’s
view of the charging system or topside
ports is obscured.

Design capacity means the original
design capacity of a coke oven battery,
expressed in megagrams per year of
furnace coke.

Foundry coke producer means a coke
producer that is not and was not on
January 1, 1992, owned or operated by
an integrated steel producer and had
on January 1, 1992, an annual design ca-
pacity of less than 1.25 million
megagrams per year (not including any
capacity satisfying the requirements of
§63.300(d)(2) or §63.304(b)(6)).

Greenfield coke oven battery means a
coke oven battery for which construc-
tion is commenced at a plant site
(where no coke oven batteries pre-
viously existed) after December 4, 1992.

Integrated steel producer means a com-
pany or corporation that produces
coke, uses the coke in a blast furnace
to make iron, and uses the iron to
produce steel. These operations may be
performed at different plant sites with-
in the corporation.

Malfunction means any sudden, infre-
quent, and not reasonably preventable
failure of air pollution control equip-
ment, process equipment, or a process
to operate in a normal or usual man-
ner. Failures caused in part by poor
maintenance or careless operation are
not malfunctions.

New shed means a shed for which con-
struction commenced after September
15, 1992. The shed at Bethlehem Steel
Corporation’s Bethlehem plant on Bat-
tery A is deemed not to be a new shed.

Nonrecovery coke oven battery means a
source consisting of a group of ovens
connected by common walls and oper-
ated as a unit, where coal undergoes
destructive distillation under negative
pressure to produce coke, and which is
designed for the combustion of the
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coke oven gas from which by-products
are not recovered.

Offtake system means any individual
oven apparatus that is stationary and
provides a passage for gases from an
oven to a coke oven battery collecting
main or to another oven. Offtake sys-
tem components include the standpipe
and standpipe caps, goosenecks, sta-
tionary jumper pipes, mini-standpipes,
and standpipe and gooseneck connec-
tions.

Oven means a chamber in the coke
oven battery in which coal undergoes
destructive distillation to produce
coke.

Padup rebuild means a coke oven bat-
tery that is a complete reconstruction
of an existing coke oven battery on the
same site and pad without an increase
in the design capacity of the coke plant
as of November 15, 1990 (including any
capacity qualifying under §63.304(b)(6),
and the capacity of any coke oven bat-
tery subject to a construction permit
on November 15, 1990, which com-
menced operation before October 27,
1993. The Administrator may determine
that a project is a padup rebuild if it ef-
fectively constitutes a replacement of
the battery above the pad, even if some
portion of the brickwork above the pad
is retained.

Pushing, for the purposes of §63.305,
means that coke oven operation that
commences when the pushing ram
starts into the oven to push out coke
that has completed the coking cycle
and ends when the quench car is clear
of the coke side shed.

Run means the observation of visible
emissions from topside port lids,
offtake systems, coke oven doors, or
the charging of a coke oven that is
made in accordance with and is valid
under Methods 303 or 303A in appendix
A to this part.

Shed means a structure for capturing
coke oven emissions on the coke side
or pusher side of the coke oven battery,
which routes the emissions to a control
device or system.

Short coke oven battery means a coke
oven battery with ovens less than 6 me-
ters in height.

Shutdown means the operation that
commences when pushing has occurred
on the first oven with the intent of
pushing the coke out of all of the ovens
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in a coke oven battery without adding
coal, and ends when all of the ovens of
a coke oven battery are empty of coal
or coke.

Standpipe cap means an apparatus
used to cover the opening in the goose-
neck of an offtake system.

Startup means that operation that
commences when the coal begins to be
added to the first oven of a coke oven
battery that either is being started for
the first time or that is being restarted
and ends when the doors have been ad-
justed for maximum leak reduction
and the collecting main pressure con-
trol has been stabilized. Except for the
first startup of a coke oven battery, a
startup cannot occur unless a shut-
down has occurred.

Tall coke oven battery means a coke
oven battery with ovens 6 meters or
more in height.

Temporary seal means any measure,
including but not limited to, applica-
tion of luting or packing material, to
stop a collecting main leak until the
leak is repaired.

Topside port lid means a cover, re-
moved during charging or
decarbonizing, that is placed over the
opening through which coal can be
charged into the oven of a by-product
coke oven battery.

§63.302 Standards for by-product coke
oven batteries.

(a) Except as provided in §63.304 or
§63.305, on and after the dates specified
in this paragraph, no owner or operator
shall cause to be discharged or allow to
be discharged to the atmosphere, coke
oven emissions from each affected ex-
isting by-product coke oven battery
that exceed any of the following emis-
sion limitations or requirements:

(1) On and after December 31, 1995;

(i) For coke oven doors;

(A) 6.0 percent leaking coke oven
doors for each tall by-product coke
oven battery, as determined according
to the procedures in §63.309(d)(1); and

(B) 5.5 percent leaking coke oven
doors for each short by-product coke
oven battery, as determined according
to the procedures in §63.309(d)(1);

(ii) 0.6 percent leaking topside port
lids, as determined by the procedures
in §63.309(d)(1);
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